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Worker dies after contacting
energized conductor
Electricians were repairing and cleaning insulators at an outdoor electrical substation. Workers first followed written
group lockout procedures to de-energize and lock out the half of the substation where work was to be done. However, a
nearby 13,800-volt busbar was still energized because it was not apparent that the other half of the substation supplied
this conductor. An electrician contacted the energized busbar as he was climbing down a supporting column and fell 3 m
(9 ft.) onto concrete. He suffered fatal internal injuries.

An investigation revealed that the written lockout procedure did not include isolation of all energy sources. There was no
visual check of the physical plant to verify that all electrical equipment and sources of energy were identified in the
lockout procedure.

Safe work practices:

• Include all sources of energy in written
lockout procedures.

• When lockout procedures are
developed, do a physical check
to ensure that every piece of
equipment and all sources of
energy are identified.

• Ensure electrical line diagrams
are accurate and reflect the
location of electrical conductors.

• Undertake physical testing to
ensure grounding and isolation
are effective.

• Hold a pre-job safety meeting
before starting work on
high-voltage equipment.
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The WCB has a wide range of health and safety information. For copies of this poster or other health and safety
related literature and videos contact: WCB Publications and Videos Section by calling 604 276-3068 or toll-free
within BC 1 800 661-2112, or e-mail your request to pubvid@wcb.bc.ca. For assistance and information on workplace
health and safety, call toll-free within BC 1 888 621-SAFE (7233) or visit our web site at www.worksafebc.com.


